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NATTONAL: ADVISORY COMMITTEE FOR AERONAUTICS

RESEARCH MEMORANDUM

MODIFIED TUBULAR COMBUSTORS AS HIGH-TEMPERATURE GAS GENERATORS

By Robert Friedmasn and Eugene V. Zettle

SUMMARY

An investigation was conducted to determine the feasibility of using
tubular, production-type combustion systems as gas generastors to provide
high turbine-inlet temperatures for turbine-cooling studies. A pair of
combustors and transition liners in a quarter-annular, direct-connect com-

- bustor and turbine-inlet assembly was operabted at turbine-inlet tempera-

tures up to 2400° F.

Although these standard combustors and transition liners performed
satisfactorily, the turbine casing warped after 6 hours of operation at
temperstures up to 2400° F. Consequently, modified liners that provided
greater cooling-alr flow between the turbine casing end interior compo-
nents were tested. With the modified liners in place, the engine compo-
nents were operated wlthout damage at turbine-inLet tempergtures of 2000°
¥ or asbove for 32 hours, 23 of whlch were at 2300° F. The liner modifica-
tions caused a moderate increase in radial-temperature gradients.

INTRODUCTION

Turbine cooling is of ever-increasing linterest for bigh-specific-
output turbojet- engine designs, where turbine-inlet temperatures are in-
creased to sbove 2000° F. Turbine-cooling technigues are being studied
at the RACA Iewis laboratory with full-scale rotating turblne wheels
mounted in current, production-type engines. These engines are conven-
ient research tools for investigating promising turbine-cooling techniques,
even though the cooled turbine wheels are not intended for use with cur-
rent engines. TFor such studlies, combustion systems are required to oper-
ate at higher-than-rated temperatures. Results of tests to determine the
feasibility of using one production—type combustor to supply turbine-
inlet temperatures up to 2400° F are reported.herein.

These studies were conducted with & combustor and turbine-inlet tran-
sition assembly mounted in a direct-connect installation. The performance
of components of the combustor is reported in terms of wall temperatures,
dursbility, and temperature profiles. Minor modifications are proposed
that increase wall cooling to protect the outer turblne casing.
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APPARATUS AND PROCEDURE
Installation

The combustor test section was mounted in a direct-connect installa-
tlon shown schematlcally In figure 1. Cowmbustion alr was drawn from the
laboratory eir-supply system, prehested.in a heat exchanger (supplied
with hot exhaust gases from a gasoline-flred slave combustor), passed
through the test unit, and then discharged into the altitude exheust sys-
tem. Combustor-inlet temperatures were controlled by the amount of in-
let alr that bypassed the heat exchanger. Air flow end combustion-chamber
static pressure were regulated by remote-controlled valves with bypass
lines for fine adjustments.

Combustor Test Section

Stendard configuration. - In order to conserve slr requirements, the
combustor test sectlon conslsted of a one-quarter portion of an axial-flow
turbojet engine in the 90- to 100-pound-per-second alr-flow class. The
standard productlon parts used were midframe, tubular cowbustors, transi-
tion pleces, aft frame without turblne-stastor disphrsgm, snd turbine
casing. : 1,

The test sectlion thus included a palr of combustors and transition
pieces and quarter-asnnuler midframe, aft frame, and turbine-casing sectors.
Enclosing silde-walls and additional flanges were necessary to complete the
assembly. The turbine casing was bullt with a flanged, removable outer
section to permit the replacement of transition liners without disturbing
the rest of the test sectlon. The downstream end of the transition liners
was extended to cover the pert of the turbine casing ordinarily occupied
by the stator blades.

Modified configuretion. - For improved high-temperature durebility,
some alterations were made to the standard engine components. Principal-
ly, the changes were made to allow additional coQling air to flow between
the outer-turbine casing and the lnterior englne components. The down-
stream end of the combustor liner was reduced in diesmeter to increase the
annuler passage between the liner and the combustor housing (fig. 2).

The transition liners were altered to fit the modlified combustor outlet.
An Inconel sheet-metal shroud was built around the transition liners to
control the cooling-alr flow over the transition-liner surface and to
prevent loss of cooling alr into the large volume below the lnner radius
of the transition liners. The scalloped surfaces at the outlet ends of
the transition liners were more deeply drawn for additional cooling ares,
and scallops were also formed on the inner radlii of the liners. FPhoto-
graphs of the stendard and modified transition pleces are shown for com-
parison in figure 3.
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Fuel snd Ignition Systems

Duplex fuel nozzles normally used wilith the englne were found to be
adequate for the higher fuel flows used In these tests. The fuel used
throughout the investlgation was MIL-F-5624A, grade JP-4. Fuel-supply
pressures were increased to as high as 500 pounds per square inch, a
pressure somewhat higher than is normally used with this engine. TIgni-
tion was by & single spark plug connected to a 5000-volt, 60-cycle, 250-
volt-ampere transformer.

Instrumentation

Gas-strean total temperstures and pressures were measured at the two
stations indiceted in figure 1. Conbustor-inlet total temperatures and
pressures wers measured with four bare-junction iron-constantan thermo-
couples and nine total-pressure tubes at the combustor-inlet instrumenta-
tion plane (station 1 in fig. 1). Combustor-outlet temperature profiles
were determined at the exhaust plane (station 2 in fig. 1) by four rakes
of three platinum-13 percent rhodium - platinum thermocouples (fig. 4).
These rakes were enclosed by Taired metal walls that permitted water cool-
ing of the rakes, leaving only the thermocouple junctions oubside of the
cooled walls. All instruments were located at approximabe centers of
equal sreas. Statle-pressure orifices were installed in the duct walls
at both instrumentation stations.

Additional precautions were taken to protect the instrumented ex-
haust section from damage at high temperatures. This sectlon had an in-
ner metal liner for wall protection (fig. 4), end some of the original
engine flanges in this section were increased in thickness.

Chromel-alumel thermocouples were also peened into the walls of the
engine components to determine metal temperatures. These thermocouples
were pleced, as shown in fligure 5, on the transition liner, transition-
liner air-flow control shroud, and outer turbine casing. With the ex-
ception of the thermocouples on the air-flow control shroud, which is
not part of the standard liners, instrumentation of the modified and
etanderd transltion liners was the same.

Test Condlitions

Sea-level rated-engine conditlions of combustor-inlet temperature and
reference veloclty were spproximated in the duct. Because of facility
limitations, the pressure was maintalned at 85 inches of mercury absolute
instead of the required 160 inches of mercury absolute. The combustor
operating conditions Investlgated are shown in the following table.
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Operating | Inlet total | Inlet Reference Outlet
condition pressure, temper- veloclty, tempers-
in. Hg abs ature, £t /sec ture,
oF (a) Cp
A 85 450 110 2000
B 85 450 110 2300
85 350 160 2000

aBased upon ‘maximum combustor cross-sectional ares and
inlet-air conditions.

RESULTS AND DISCUSSION

Total operating times of the combustor installations for each com-
dition are shown in table I. The 12 gas thermocouples placed as shown
in figure 4 measure the hottest portions of the exhaust-gas stream, and
average readings of these thermocouples are recorded as average ocutlet-
core temperatures ln table I. The core temperatures represent the mexl-
mum gas temperatures rather than the average gas temperatures. If a
combustion efficiency of 97 percent 1s assumed, approximate average tem-
peratures can be calculated from heat balances across the combustor.
These average temperatures are shown as approximate outlet temperatures
in table I.

Well Temperatures

The wall temperatures measured wlth the standard- and modified-
combustor assemblies are shown in table II. The locations of the thermo-
couples are shown in flgure 5. The ten thermocouples located on the walls
of the modified liner configuration gave a representative, although ad-
mittedly incomplete, picture of liner-wall temperatures, but the number
of thermocouples was limlited because of the complexity of bringing the
thermocouple lead wires through the walls of the shroud and turbline cas-
ing. The local hot spots on the combustor walls changed location slight-
ly during the investigation. For some test runs, therefore, hot spots
may have occurred closer to the thermocouple locations than in other runs.
Thus, in comparing wall temperature data for different test runs, average
values of the thermocouple readings must be used rather than any individu-
al thermocouple indication. '

Standard turbine transition liners. - Wall temperatures were as high
as 1850° F on the inner-radius sides of the standard transition liners for
runs 1 and 2 (table II). After about 6 hours of operation at the high
outlet-temperature condltions of these runs, the turblne casing warped at
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the upstream flange ares, causing the f£lange to be pulled out of shape

a8 shown in figure 6. In & cooled-turbine engine installation, the tur-
bine stators masy be cooled and the cooling air collected at the tip edge
of the stator ring. This tends to protect the areas of the turbine cas-
ing that warped in the present tests. Although the transition liners
operated without damage during the 8-hour test, the durability of the
liners and the turbine casing is questionsble at these temperature levels.

The wide differences in wall temperstures between the two combustors
(table IT) were casused by inequelities in air and fuel flow to the two
combustors. With no external flow divider it was difficult to balance the
fuel distribution to the iwo fuel nozzles. In an actusl engine with =
fuel-flow divider, this problem would be much less severe.

Modified turbine transition liners. - The turbine transition liners
were modified by increasing the coolant-alr-flow passages and Installing
a sheet-metal shroud for controlling the coolant flow. As shown in table
II, the hottest area on the walls of the modified liner was gpproximately
300° to 400° F cooler than the corresponding area on the standard Iiners.
Increasing the reference veélocity from 110 (run 4) to 160 feet per second
(run 3) resulted in a slight decrease in average liner-wall temperatures
for the same outlet conditions, disregarding hot spots. While the higher
exhaust-gas velocities lncreased the hest-transfer rate to the inside of
the liner walls, the increased velocities in the cooling asnnulus espparent-
ly had a larger effect on heat transfer from the outside of the liner
walls to the cooling air. The modified liners were operated for 9 hoursa
at an average outlet-temperature of 2000° F s and 10 hours at an average
outlet-temperature of 2300° F. There was no evidence of damage in the
exhsust sections.

The modified turbine transition liners were also run wlithout the
alr-flow control shroud in place at an asverage exhaust temperature of
2300° F for a period of 13 hours. This resulted in a total accumulated
time of 32 hours of operatlon at high temperatures for the same liners.
No warping or burning of parts was observed. Thus for the time duration
tested at least, the air-flow control shrouds do not appeaxr to be neces-
sary, and the modification to the standard liners can possibly be simpli-
fied by omitting these shrouds.

The effect of metal fatigue was not included in this investigation.
For the applications intended for these components and the short duration
of running time required for the lsboratory tests, fatlgue may not be
important.

Temperature Profiles
The effect of the liner modifications on the turbine-inlet tempera-

ture profile is shown in figure 7. At spproximate over-sll gas tempera-
tures of 2000° and 2300° F and a reference velocity of 110 feet per
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second, the modified liners increased the radial-temperature gradients
moderately. Peak temperatures for the modified liners were recorded nesxr
the inner walls, and temperature decreased near the outer walls. As dis- N
cussed previously, these are core-temperature profiles based on measure-
ments at four circumferentiel positions. Values of average gas tempera-
ture cennot be obtained from these curves since the small number of
thermocouples (12) wes insufficient to obtaln a true average. Thls, In
turn, explains the discrepancy between the apparent over-all gas-
temperature levels of the curves in figure 7.
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Although the temperature profiles obtalned in the connected-duct in-
stallation are highest near the inner wall (blade root), temperature pro-
filee usually reported for the turbine-inlet section of the full-scale
englne using the same combustors are relatlvely flat. There 18 some ev-
idence that the shape of the gas passages through the stator and rotor
sectlons 1n the englne may contribute to the change in temperature pro-
file. A comparison of the tempersture profiles obtalned for the unmodi-
fled conflgurstion with and wilthout stator blades located at the transi-
tlon liner exit sre shown in figure 8. For this comparison standaxrd
transition Ilners without the downstream end extension were used, and a
quarter sector of the turbine-stator ring was installed at the downstream -
end of the transition liners. There is a slight shift towards a flatter
profile with stator blades in place. Work described in reference 1 leads
to the conclusion that the actual spanwlse turbine-blade temperature dls-
tribution for cooled bledes varies llittle over a wlde range of gas-profile
varlations. The moderate increases ln temperature gradients resulting
from using the wmodified transition liners will probably not be detrimental
to turbine life when used in conjunctlon with cooled turblne bleades.

Combustor Total-Pressure Ioss

The total-pressure losses scross the combustor were unaffected by
using the modlfled turblne transition liners in place of the standard
llners.

CONCLUDING REMARKS

This investligation was conducted to determine the feasibllity of
using standard tubular combustors as gas generators for supplylng turbine-
inlet temperatures up to 2400° F for turbine-cocling studies. As no dif-
ficulty was experienced in producing a temperature rise of 2000° F across
the combustor with current production liners and fuel nozzles, the studles
were dlrected mainly at improving component reliability.

The productlon-model combustor end turblne-inlet transition liners
tested operated without damage for almost 6 hours at combustor-exit
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temperatures of 2000° F and 2400° F. However, the turbine casing warped,
and the flange wes distorted. It is not known i1f the casing would be
warped if cooled stators were used, but since it is imperative to protect
the cooled rotor blades from demege, the use of these standard components
is hazardous at these temperature levels. A turbine transition-liner
modification that conslisted of an increased coolant passage between the
Jiner and turbine casing and a shroud to control the coolant flow elimin-
ated warping of the turblne casiq% in 32 hours of operation at average
gas temperatures of 2000° to 2300° F. Turbine-inlet temperature profiles
were only slightly distorted at the high combustor-exhsust temperatures
when using the modified turbine transition liners., Totel-pressure loss
across the combustor wes unaffected by the liner modifications.

Lewls Flight Propulsion ILaboratory _
National Advisory Committee for Aeronsutics
Cleveland, Chio, August 26, 1855
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TABLE I. - COMBUSTOR TOTAIL. OPERATING TIME FOR EACH CONDITION

Opere~| Pressure, |[Inlet Aversge [Approxi-|Air Refer- |Opera-~
ting in. hg abs|tempera-|outlet- jmate flow, | ence ting
condl-~ ture, core outlet lb/éec veloci- |time,
tion oF tempera- | tempera- ty, hr
ture, ture, ft/sec
op op
Standard turbine tramsition liners
A 85 455 2190 2000 | 12.5 | 111 zg
B 85 450 2622 2400 12.8 114 3
Modifled turbine transition liners
c 85 350 2419 2000 | 17.7 | 158 4—23=
A 85 450 2332 2000 | 12.5 | 110 4.%
B 85 450 2712 2300 12.5 110 10
Modified transition llners without air control shrouds
B 85 450 ——— 2300 12.5 110 13
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TABLE IT. - WALL TEMPERATURES AT TURBINE TRANSITION SECTION, °F

Run | Operating|Com- Wall thermocouple lccations as shown in fig. 5
condition |bus-

tor 1} 2 3 4 5 6| 7 8 9110 {11 | 12

Standerd turbine transition liners
1 A 1 680 620]|1120{ 1085 1575} —==~ 870 580
2 715] 705{1150f 1165 1730{1125 NHot used T701 710
2 B 1 700 710{1270] 1335 1685| -~~~ 750| 655
2 745} 7T40(1250] 1285 1850]|1260 825|715

Modified turbine transition liners
3 c 1 |----|400{1110{ 1090 1280| 625{435|425| 470|385 | 380|325
2 350) ---|1225| 695 995| 625{430{400| 445|410 | 335|405
4 A 1 550} 540)1455]1500} 1295| 815|615|565| 595|510 | === }===
2 415| --- 1035} 715|1375] 715]|535|530| 580{ 620 | 445|510
5 B 1 690| 770) 955|----|1315|10651610|550] 620|585 | 480|780
2 565| ---| 935|1250])1475| 630};540|55511515|680 | 465|880

Modifled turbine tranmsition linexrs without alr-control shrouds

6 B 1 1590|570 630|1430{ 775]1460 Not used 525645
2 675|590{1725|1425f 1585|1050 670{830
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Flgure 1. - Installation of combustor test pection.
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Extension of transition

Combustor-outlet ring liner to cover turbine

Spark plug stator position
Tubuler combustor Turbine casing
houeing Transiti A
Duplex fuel nozzle Tcmmr 1iner 1iner o 1
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Ummodified combustor configuration,

-

Transition liner alr-

Tlow comtrol ahroud-\ B"
Seotion A-A t {l
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z

Section B-B
Modified combustor conflgwration

Figure 2. - Iongitudiral sectlon view showing modification to production~type tubular combustor and transitiom liner.
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(2) Urmodified liner; wiew looking upstream. (b} Modified liner; view looking upstreem.

(¢) Unmodified liner; top view. (a) Modified liner; top view.

Figure 3. - Modifled and ummodified turbine transition liners.
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Flgurs 4. - Ixheust ingtrumant housing with irmer liner snd thexrmoooupls rakes.
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Turbine casing

Trensition-liner air-flow control shroud
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#¥ Thermocouple

D-4463

View locking downstream

Figure 5. - Location of wall thermocouples on turbine transition liners and
turbine casing. Combustors 1 and 2 werse ldemtically instrumented.
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(a) Befors operation.

Y “tI.IHMWIIW Iﬂllﬂ i

(b) After 6 hours of opermtion.
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Figure 6. -~ Turbine caaing, showing werping of upgiream flenge ares.
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Flgure 7. - Exhaust-gas radial-temperature pro-
files for the modified and unmodified con-
figurations. Reference velocity, 110 feet
per second.
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Figure 8. - Comparison of exhaust-gas radial-
temperature profiles with and without tur-
bine stator blades pleced at the transition
liner exit.
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